WATER SERVICE STANDARDS
1-1/2" & 2" Copper Services
DESCRIPTION MAKER OR RATING
1. Double Srop Sodde Romoc or Equal
2. Ball Vaie-2" Operating Mut w/Cotter Pin | Ford or equal
5 Vobve Box Rih or Equal (940)
10. 77 Morker e

2" — 0" MIN

2.
27 I

BI1-T77 w/Qte7 2.

LAST REVISED:02/01/10

CONC METER BOX

M = K
N
21/27
NATIONAL STANDARD
THREAD CAP

2" GALV IRON PIPE
/ & FITTINGS

3/4" WASHED ROCK
1/3 YD, WRAP IN NON—
WOVEN FILTER FABRIC

90" ELBOW W/ 1/8"
" DRAIN HOLE
°-3'§/

BLIND FLANGE

NOTES:

1. IF MAIN WILL BE EXTENDED IN THE
FUTURE, A MAINLINE GATE VALVE IS
TO BE INSTALLED A MINIMUM OF ONE
FULL LENGTH OF PIPE UPSTREAM OF
THE B.O.

A BLOW OFF MAY NOT BE USED ON
A MAIN LINE PERMANENTLY DEAD
ENDED — FIRE HYDRANT ONLY.
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